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LED FLOOD BFL31A

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

BFL31A-20 BFL31A-30

Voltage (V) 120 - 277 V
Wattage (W) 20 30.81

Efficacy (lm/W) 110 110.99

Lumens (lm) 2200 3419.5

Beam Angle ° 60 - 100 °

CRI > 75

Replacement 100 - 150 W HID

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 220 x 220 x 67
Master Carton (mm) 475 x 390 x 245

Qty/Ctn 10

Net Weight (kg) 10.8

Gross Weight (kg) 12.3

Cubic Meter 0.046

7 1/4 '' [182]
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* Efficacy and Lumens are 3-5% higher for 5000K Products

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V
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LED FLOOD BFL32A

BFL32A-20 BFL32A-50

Voltage (V) 345-480 V 120-277 V
Wattage (W) 40 W 52.1 W

Efficacy (lm/W) 110 110.33

Lumens (lm) 4400 5732

Beam Angle ° 60 - 100 °

CRI > 75

Replacement 100-175 W HID

Dimmable -

ETL / CETL Yes

DLC - Yes

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 260 x 260 x 80
Master Carton (mm) 550 x 450 x 286

Qty/Ctn 10

Net Weight (kg) 20.6

Gross Weight (kg) 22.1 22.3

Cubic Meter 0.071

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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* Efficacy and Lumens are 3-5% higher for 5000K Products

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V
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LED FLOOD BFL33A

BFL33A-75 BFL33A-75 BFL33A-100 BFL33A-100

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 75 100

Efficacy (lm/W) 120

Lumens (lm) 9000 12000

Beam Angle ° 60 - 100 °

CRI > 75

Replacement 250 - 400 W HID 320 - 400 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 425 x 85 x 320
Master Carton (mm) 460 x 210 x 350

Qty/Ctn 2

Net Weight (kg) 11.8 12.2

Gross Weight (kg) 13.8 14.2

Cubic Meter 0.034

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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* Efficacy and Lumens are 3-5% higher for 5000K Products

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V
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LED FLOOD BFL34A

INSTALLATION

DIMENSIONS

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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BFL34A-150 BFL34A-150 BFL34A-200 BFL34A-200

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 150 200

Efficacy (lm/W) 125 120

Lumens (lm) 18750 24000

Beam Angle ° 60 - 100 °

CRI > 75

Replacement 400 - 600 W HID 400 - 750 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 495 x 380 x 150

Qty/Ctn 1

Net Weight (kg) 7.7 7.8

Gross Weight (kg) 8.9 9

Cubic Meter 0.029
* Efficacy and Lumens are 3-5% higher for 5000K Products

OPTIONAL ACCESSORIES

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
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LED FLOOD BFL35A

INSTALLATION

DIMENSIONS

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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BFL35A-240 BFL35A-240 BFL35A-300 BFL35A-300

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 240 300

Efficacy (lm/W) 125 120

Lumens (lm) 30000 36000

Beam Angle ° 60 - 100 °

CRI > 75

Replacement 750 - 1000 W HID 1000 - 1500 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 615 x 390 x 155

Qty/Ctn 1

Net Weight (kg) 9.9 10.4

Gross Weight (kg) 11.2 11.7

Cubic Meter 0.038
* Efficacy and Lumens are 3-5% higher for 5000K Products

OPTIONAL ACCESSORIES

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
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LED FLOOD BFL11A

BFL11A-20 BFL11A-30

Voltage (V) 120 - 277 V
Wattage (W) 17.61 28.99

Efficacy (lm/W) 113.39 113.8

Lumens (lm) 1996.73 3299.09

Beam Angle ° 76 - 86 ° 77 - 81 °

CRI > 70

Replacement 70 - 100 W HID 100 - 150 W HID

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 230 x 230 x 150
Master Carton (mm) 480 x 340 x 260

Qty/Ctn 4

Net Weight (kg) 6.8 7.4

Gross Weight (kg) 7.6 8.2

Cubic Meter 0.043

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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* Efficacy and Lumens are 3-5% higher for 5000K Products

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Photocell
120 - 277 V

BTS LED, Inc.
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LED FLOOD BFL12A

BFL12A-50 BF12A-70 BFL12A-70

Voltage (V) 120 - 277 V 347 - 480 V
Wattage (W) 45.01 67.79 70

Efficacy (lm/W) 116.45 126.66 125

Lumens (lm) 5240.8 5609.11 8750

Beam Angle ° 60 - 104 °

CRI > 70

Replacement 150 - 250 W HID 175 - 320 W HID

Dimmable -

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 270 x 280 x 190
Master Carton (mm) 560 x 320 x 420

Qty/Ctn 4

Net Weight (kg) 13.6 14.8

Gross Weight (kg) 14.8 16

Cubic Meter 0.076

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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* Efficacy and Lumens are 3-5% higher for 5000K Products

10KV-SPD
120 - 277 V

Photocell
120 - 277 V
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LED FLOOD BFL13A

BFL13A
-80

BFL13A
-100

BFL13A
-100

BFL13A
-120

BFL13A
-150

BFL13A
-150

Voltage (V) 120-277 120-277 347-480 120-277 120-277 347-480

Wattage (W) 80.44 90.02 100 108.1 151.1 150

Efficacy (lm/W) 116345 121.46 121.52 121

Lumens (lm) 9367.37 10933.7 13136.2 18283.3

Beam Angle °

CRI 80 - 100 °

Replacement 250-320 
W HID

250-400 W HID 400-600 
W HID

400-750 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 390 x 340 x 270

Qty/Ctn 1

Net Weight (kg) 9.6 9.7

Gross Weight (kg) 10.3 10.4

Cubic Meter 0.036

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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10KV-SPD
120 - 277 V

Twist-lock Photocell 
with receptacle

120 - 277 V

BTS LED, Inc.
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LED WALL PACK BWP11A

BWP11A-12 BWP11A-20 BWP11A-28

Voltage (V) 120 - 277 V
Wattage (W) 12 18.4 28

Efficacy (lm/W) 99.98 107.69 102

Lumens (lm) 1301.39 1985.95 2850

Beam Angle ° 100 - 115  °

CRI > 75

Replacement 30-50 W HID 50-70 W HID 70-100 W HID

Dimmable -

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4,000 / 5,000*

PACKAGING 

Inner Box (mm) 240 x 170 x 100
Master Carton (mm) 480 x 250 x 190

Qty/Ctn 5

Net Weight (kg) 4.3 4.5

Gross Weight (kg) 5.3 5.5

Cubic Meter 0.023

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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)

2.76(70)

3.5(88.9)

Button Style 
Photocell

120 - 277 V
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LED WALL PACK BWP01

BWP01A-40 BWP01A-40 BWP01A-60 BWP01A-60 BWP01A-80 BWP01A-80

Voltage (V) 120-277 V 348-480 V 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 43.12 40 61.6 60 76.83 80

Efficacy (lm/W) 107.63 105.73 106.06

Lumens (lm) 4641.06 6512.79 8148.49

Beam Angle ° 105-110 ° 100-110 °

CRI > 75

Replacement 70 - 175 W HID 175 - 250 W HID 240 - 400 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 390  x 270 x 240

Qty/Ctn 1

Net Weight (kg) 3.5 3.9 4

Gross Weight (kg) 4 4.4 4.5

Cubic Meter 0.026

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP54 25 - 104 °F 

-4 - 40 °C
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18.4(468 )

9.1(232 )

9.4(240 )

WP02 A

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V
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LED WALL PACK BWP02

5 Year
Warranty IP54 25 - 104 °F 

-4 - 40 °C
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WP02 A

BWP02A-120 BWP02A-120

Voltage (V) 120 - 277 V 347 - 480 V
Wattage (W) 118.7 120

Efficacy (lm/W) 114.71 110

Lumens (lm) 13616.4 13200

Beam Angle ° 100 - 110 °

CRI > 75

Replacement 320 - 400 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 490 x 280 x 290

Qty/Ctn 1

Net Weight (kg) 6.1

Gross Weight (kg) 7.1

Cubic Meter 0.04
* Efficacy and Lumens are 3-5% higher for 5000K Products

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED WALL PACK BWP04A

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 420 x 290 x 350

Qty/Ctn 1

Net Weight (kg) 4 4.4 4.5

Gross Weight (kg) 4.5 4.9 5

Cubic Meter 0.43

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP54 25 - 104 °F 

-4 - 40 °C
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32
)

BWP04A-40 BWP04A-40 BWP04A-60 BWP04A-60 BWP04A-80 BWP04A-80

Voltage (V) 120-277 V 348-480 V 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 42.97 40 63.18 60 80.37 80

Efficacy (lm/W) 114.26 109.28 107.47

Lumens (lm) 4909.65 6904.46 8637.75

Beam Angle ° 110 - 115 °

CRI > 75

Replacement 70 - 175 W HID 175 - 250 W HID 240 - 400 W HID

Dimmable  Optional

ETL / CETL Yes

DLC Yes - Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED WALL PACK BWP07A

BWP07A-30 BWP07A-40 BWP07A-50

Voltage (V) 120 - 277 V 347 - 480 V 120 - 277 V
Wattage (W) 30 40 50

Efficacy (lm/W) 120

Lumens (lm) 3600 4800 6000

Beam Angle ° 80 - 100 °

CRI > 75

Replacement 70-100 W HID 70-150 W HID 150-250 W HID

Dimmable - Optional

ETL / CETL Yes

DLC -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) 220 x  178 x 100
Master Carton (mm) 460 x 376 x 225

Qty/Ctn 8

Net Weight (kg) 13.6 14.6

Gross Weight (kg) 15.4 16.4

Cubic Meter 0.04

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

0 - 90 ° Adjustable C0-C180 C90-C27 0
150

30

45

60

75

90

105105

120120

135135

150150
165165 180

15
30

45

60

75

90

6.69(170)

)0
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3.65(93)

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
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LED WALL PACK BWP07B

BWP078B-75 BWP078B-75

Voltage (V) 120 - 277 V 347 - 480 V
Wattage (W) 75

Efficacy (lm/W) 115

Lumens (lm) 8625

Beam Angle ° 80 - 100 °

CRI > 75

Replacement 250 - 320 W HID 250 - 400 W HID

Dimmable Optional

ETL / CETL Yes

DLC -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) 283 x 260 x 118
Master Carton (mm) 295 x 540 x 246

Qty/Ctn 4

Net Weight (kg) 12.4

Gross Weight (kg) 14.6

Cubic Meter 0.04

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

0 - 90 ° Adjustable C0-C180 C90-C27 0
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10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
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LED CANOPY BCP01A

BCP01A-40 BCP01A-50 BCP01A-60 BCP01A-60 BCP01A-70 BCP01A-70

Voltage (V) 347-480 V 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 40 50.17 58.84 60 75

Efficacy (lm/W) 115 117.22 116.73 115

Lumens (lm) 4600 5880.48 6868.61 6900 8625

Beam Angle ° 135 °

CRI > 75

Replacement 100-150 W 
HID

150-175 W 
HID

175-250 W HID 250-320 W HID

Dimmable Optional - Optional

ETL / CETL Yes

DLC - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 
Inner Box (mm) 285 x 285 x 115

Master Carton (mm) 490 x 490 x 310

Qty/Ctn 4

Net Weight (kg) 11.1 10.8 11.6

Gross Weight (kg) 12.9 12.6 13.4

Cubic Meter 0.075

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
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LED HIGH BAY BHB41A / BHB42A / BHB43A

BHB41A-100 BHB42A-150 BHB42A-150 BHB43A-200 BHB43A-200 BHB43A-230

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V 120-277 V

Wattage (W) 94.04 153.1 150 209.6 200 233.9

Efficacy (lm/W) 124.01 128.43 128 127.29 127 124.36

Lumens (lm) 11662 19663.2 19200 26680 25400 29085.2

Beam Angle ° 120 °

CRI > 75

Replacement 250-400 W 
HID

320-600 W HID 400-750 W HID 600-1000 W 
HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes - Yes

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 
Inner Box (mm) -

Master Carton (mm) 340 x 340 x 
210

400 x 400 x 210 450 x 450 x 220

Qty/Ctn 1

Net Weight (kg) 3.4 5.1 7 7.1

Gross Weight (kg) 4.4 6.1 8.3 8.4

Cubic Meter 0.045

INSTALLATION

DIMENSIONS

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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R H1 H2

100 W 11 (280) 2.7 (69) 7.3 (185

150 W 13.4 (340) 2.8 (71) 7.4 (187)

200 W 13.4 (340) 2.8 (71) 7.4 (187)

240 W 15.7 (400) 3 (76) 7.8 (197)

3.66(93 )

1.77(45 )

0.51(13 )

)31(15.0

Hood for 100 W 
(90 °)

and 150 W (60 °)

Dimmable Motion 
Sensor

120 - 277 V

OPTIONAL ACCESSORIES

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED HIGH BAY  BHB21A / BHB22A/ BHB23A / BHB24A

BHB21A-110 BHB22A-160 BHB23A-220 BHB24A-320

Voltage (V) 120 - 277 V

Wattage (W) 110 160 220 320

Efficacy (lm/W) 136 134 132

Lumens (lm) 14300 20800 28600 41600

Beam Angle ° 120 °

CRI > 75

Replacement 250-400 W 
HID

320-600 W 
HID

400-750 W 
HID

1000-1500 W 
HID

Dimmable Optional

ETL / CETL Yes

DLC Yes

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 680 x 360 x 

110
680 x 480 x 

110
1260 x 360 

x110
1260 x 480 

x 110

Qty/Ctn 1

Net Weight (kg) 5.1 6.7 9.1 10.2

Gross Weight (kg) 6.5 8.5 11.5 13.2

Cubic Meter 0.027 0.036 0.051 0.067

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher 
for 5000K Products

5 Year
Warranty IP20 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105105

120120

135135

150150
165165 180

15
30

45

60

75

90

3.74(95 )

719, 89

L W

HB21A 24.4 (620) 12.59 (320)

HB22A 24.4 (620) 17.32 (440)

HB23A 47.24 (1200) 12.59 (320)

HB24A 47.24 (1200) 17.32 (440)

Dimmable Motion 
Sensor

120 - 277 V

Wire Guard

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED CEILING LIGHT BYXL538A

BYXL538A-50 BYXL538A-70 BYXL538A-80

Voltage (V) 90 - 277 V
347 - 480 V (Optional)

Wattage (W) 50 70 80

Efficacy (lm/W) 130

Lumens (lm) 6500 9100 10400

Beam Angle ° 90 ° / 120°

CRI > 70

Replacement 100 W Metal 
Halide

150 W Metal 
Halide

200 W Metal 
Halide

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000
Housing Die-cast Aluminum
Lens/Reflector PC
Mounting Hook / Suspending Rod / Yoke / Ceiling Mount

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty LM79/80 -4 - 113 °F 

-20 - 45 °C

Hook Suspending Rod Ceiling Mount

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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Yoke Mount

OPTIONS
Distribution

90 ° 120 °

Voltage

90-277 V 347 - 480 V

Controls

Photocell

Motion / Daylight Sensor

Rotatable Photocontrol Socket

Emergency Backup

700 lm, 90 min

1400 lm, 90 min

2000 lm, 90 min



LED CEILING LIGHT BYXL538B

BYXL538B-90 BYXL538B-100 BYXL538B-120

Voltage (V) 90 - 277 V
347 - 480 V (Optional)

Wattage (W) 90 100 120

Efficacy (lm/W) 130

Lumens (lm) 17000 13000 15600

Beam Angle ° 90 ° / 120°

CRI > 70

Replacement 200 W Metal 
Halide

200 W Metal 
Halide

250 W Metal 
Halide

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000
Housing Die-cast Aluminum
Lens/Reflector PC
Mounting Hook / Suspending Rod / Yoke / Ceiling Mount

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty LM79/80 -4 - 113 °F 

-20 - 45 °C

Hook Suspending Rod Ceiling Mount

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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Yoke Mount

OPTIONS
Distribution

90 ° 120 °

Voltage

90-277 V 347 - 480 V

Controls

Photocell

Motion / Daylight Sensor

Rotatable Photocontrol Socket

Emergency Backup

700 lm, 90 min

1400 lm, 90 min

2000 lm, 90 min



LED CEILING LIGHT BYXL538C

BYXL538C150 BYXL538C180

Voltage (V) 90 - 277 V
347 - 480 V (Optional)

Wattage (W) 150 180

Efficacy (lm/W) 130

Lumens (lm) 19500 23400

Beam Angle ° 60 ° / 90 ° / 120°

CRI > 70

Replacement 300 W Metal Halide 400 W Metal Halide

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000
Housing Die-cast Aluminum
Lens/Reflector PC
Mounting Hook / Suspending Rod / Yoke / Ceiling Mount

DIMENSIONS

OPTIONAL ACCESSORIES

5 Year
Warranty LM79/80 -4 - 113 °F 

-20 - 45 °C

Hook Suspending Rod Ceiling Mount

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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Yoke Mount

OPTIONS
Distribution

60 ° 90 ° 120 °

Voltage

90-277 V 347 - 480 V

Controls

Photocell

Motion / Daylight Sensor

Rotatable Photocontrol Socket

Emergency Backup

700 lm, 90 min

1400 lm, 90 min

2000 lm, 90 min



LED PARKING LIGHT BFL33A

BFL33A-75 BFL33A-75 BFL33A-100 BFL33A-100

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 75 100

Efficacy (lm/W) 120

Lumens (lm) 9000 120000

Beam Angle ° TYPE III

CRI > 75

Replacement 250 - 400 W HID 320 - 400 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) 425 x 85 x 320
Master Carton (mm) 460 x 210 x 350

Qty/Ctn 1

Net Weight (kg) 11.8 12.2

Gross Weight (kg) 13.8 14.2

Cubic Meter 0.034

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105105

120120

135135

150150
165165 180

15
30

45

60

75

90

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

Twist-lock Photocell 
with receptacle

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BFL34A

BFL34A-150 BFL34A-150 BFL34A-200 BFL34A-200

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 150 200

Efficacy (lm/W) 125 120

Lumens (lm) 18750 24000

Beam Angle ° TYPE III

CRI > 75

Replacement 400 - 600 W HID 400 - 750 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 495 x 380 x 150

Qty/Ctn 1

Net Weight (kg) 7.7 7.8

Gross Weight (kg) 8.9 9

Cubic Meter 0.029

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105105

120120

135135

150150
165165 180

15
30

45

60

75

90

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

Twist-lock Photocell 
with receptacle

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BFL35A

BFL35A-240 BFL35A-240 BFL35A-300 BFL35A-300

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 240 300

Efficacy (lm/W) 125 120

Lumens (lm) 30000 36000

Beam Angle ° TYPE III

CRI > 75

Replacement 750 - 1000 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 615 x 390 x 155

Qty/Ctn 1

Net Weight (kg) 9.9 10.4

Gross Weight (kg) 11.2 11.7

Cubic Meter 0.038

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105105

120120

135135

150150
165165 180

15
30

45

60

75

90

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

Twist-lock Photocell 
with receptacle

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BHK01A

BHK01A
-120

BHK01A
-150

BHK01A
-150

BHK01A
-240

BHK01A
-240

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 116.2 151.2 150 240

Efficacy (lm/W) 122.63 123.97 120

Lumens (lm) 14260.8 18739.9 28800

Beam Angle ° TYPE III

CRI > 70

Replacement 320-400 W HID 400-600 W HID 600-1000 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 
Inner Box (mm) -

Master Carton (mm) 810 x 350 x 230

Qty/Ctn 1

Net Weight (kg) 9.9 10.3 10.6

Gross Weight (kg) 11.1 11.5 11.8

Cubic Meter 0.06

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105

120

135

150150
165165

15
30

Type III 

With Round Pole Adapter

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Round Pole AdapterDimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BHK02A

PACKAGING 
Inner Box (mm) -
Master Carton (mm) 920 x 440 x 230
Qty/Ctn 1
Net Weight (kg) 15.3 15.5 16.5
Gross Weight (kg) 16.9 17.1 18.1
Cubic Meter 0.09

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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Type II Type III 

Type IV Type V 

With Round Pole Adapter

BHK02A
-300

BHK02A
-300

BHK02A
-350

BHK02A
-350

BHK02A
-400

BHK02A
-400

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 296 300 339.4 350 400

Efficacy (lm/W) 121.54 121.81 115

Lumens (lm) 35975.4 41341.2 46000

Beam Angle ° TYPE II / III / IV / V

CRI > 70

Replacement 750 - 1000 W HID 1000 - 1500 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Round Pole AdapterDimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BSB21A

BSB21A
-120

BSB21A
-150

BSB21A
-150

BSB21A
-240

BSB21A
-240

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 116.2 151.2 150 240

Efficacy (lm/W) 122.63 123.97 120

Lumens (lm) 14260.8 18739.9 28800

Beam Angle ° TYPE III

CRI > 70

Replacement 320-400 W HID 400-600 W HID 600-1000 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 
Inner Box (mm) -
Master Carton (mm) 810 x 350 x 230
Qty/Ctn 1
Net Weight (kg) 9.9 10.3 10.6
Gross Weight (kg) 11.1 11.5 11.8
Cubic Meter 0.06

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
150

30

45

60

75

90

105

120

135

150150
165165 180

15
30

Type III 

22.5 572

11
.8

30
0

4.3 111

10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED PARKING LIGHT BSB22A

BSB22A
-300

BSB22A
-300

BSB22A
-350

BSB22A
-350

BSB22A
-400

BSB22A
-400

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 296 300 339.4 350 400

Efficacy (lm/W) 121.54 121.81 115

Lumens (lm) 35975.4 41341.2 460000

Beam Angle ° TYPE II / III / IV / V

CRI > 70

Replacement 750-1000 W HID 1000-1500 W HID

Dimmable Optional

ETL / CETL Yes

DLC Yes - Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 920 x 440 x 230

Qty/Ctn 1

Net Weight (kg) 15.3 15.5 16.5

Gross Weight (kg) 16.9 17.1 18.1

Cubic Meter 0.09

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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Type II Type III 

Type IV Type V 

27.6(702)

14
.9

(3
80

)

4.4(111)

10KV-SPD
120 - 277 V

Twist-lock Photocell 
with receptacle

120 - 277 V

Dimmable Motion 
Sensor

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED BARN LIGHT BSL02A

BSL022A-40 BSL02A-40 BSL02A-50

Voltage (V) 120 - 277 V 347 - 480 V 120 - 277 V
Wattage (W) 40 50

Efficacy (lm/W) 120 110

Lumens (lm) 4800 5500

Beam Angle ° TYPE V

CRI > 75

Replacement 100 - 175 W HID 150 - 250 W HID

Dimmable -

ETL / CETL Yes

DLC - Yes

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 390 x 270 x 170

Qty/Ctn 1

Net Weight (kg) 1.8 1.9

Gross Weight (kg) 2.4 2.5

Cubic Meter 0.018

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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100KV-SPD
120 - 277 V

Installation Pole

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED STREET LIGHT BRL34A

BRL34A-120 BRL34A-150 BRL34A-150

Voltage (V) 120 - 277 V 347 - 480 V
Wattage (W) 120 150

Efficacy (lm/W) 120 110

Lumens (lm) 14400 16500

Beam Angle ° TYPE II

CRI > 75

Replacement 250-400 W HID 320-400 W HID

Dimmable Optional

ETL / CETL Yes
DLC -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 

Inner Box (mm) -
Master Carton (mm) 640 x 380 x 215

Qty/Ctn 1

Net Weight (kg) 7.1 7.2

Gross Weight (kg) 8.4 8.5

Cubic Meter 0.053

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C

C0-C180 C90-C27 0
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10KV-SPD
120 - 277 V

7-Wire ReceptacleTwist-lock Photocell 
with receptacle

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED POST TOP BRL21A

BRL21A-60 BRL21A-80 BRL21A-80 BRL21A-120 BRL21A-150 BRL21A-150

Voltage (V) 120-277 V 347-480 V 120-277 V 347-480 V

Wattage (W) 64.42 80.08 80 120 150

Efficacy (lm/W) 105.03 110.0 108 105

Lumens (lm) 6765.76 8816.53 12960 15750

Beam Angle ° 105 °

CRI > 75

Replacement 150-170 W 
HID

175-320 W HID 250-400 W 
HID

400-600 W HID

Dimmable -

ETL / CETL Yes

DLC Yes -

Power Factor > 0.92

Available CCT (K) 4000 / 5000*

PACKAGING 
Inner Box (mm) -

Master Carton (mm) 500 x 500 x 190

Qty/Ctn 1

Net Weight (kg) 5.8 6.2 6.5

Gross Weight (kg) 7.5 7.5 7.8

Cubic Meter 0.05

INSTALLATION

DIMENSIONS

OPTIONAL ACCESSORIES

* Efficacy and Lumens are 3-5% higher for 5000K Products

5 Year
Warranty IP65 25 - 104 °F 

-4 - 40 °C
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10KV-SPD
120 - 277 V

Button Style 
Photocell

120 - 277 V

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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LED BOLLARD BYZTL813

BYZTL813-25 BYZTYL813-35

Voltage (V) 120-277 V
347-480 V (Optional)

Wattage (W) 25 35

Efficacy (lm/W) 60

Lumens (lm) 1500 2100

Beam Angle ° 120 °

CRI > 70

Replacement 50 W Metal Halide 70 W Metal Halide

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000

Housing Extruded Aluminum

Lens/Reflector Aluminum

DIMENSIONS

OPTIONS

5 Year
Warranty LM79/80 -4 - 113 °F 

-20 - 45 °C

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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120°

Finish

Dark Black Bronze

Voltage

90-277 V 347 - 480 V

Emergency Battery Backup

700 lm, 90 min



LED BOLLARD BYZTL815AB

BYZTTK815AB-15 BYZTTK815AB-25

Voltage (V) 120-277 V
347-480 V (Optional)

Wattage (W) 15 25

Efficacy (lm/W) 40

Lumens (lm) 600 1000

Beam Angle ° 120 °

CRI > 70

Replacement 30 W Metal Halide 50 W Metal Halide

Dimmable -

ETL / CETL Yes

DLC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000

Housing Extruded Aluminum

Lens/Reflector PC

DIMENSIONS

OPTIONS

5 Year
Warranty LM79/80 -4 - 113 °F 

-20 - 45 °C

BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com
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Finish

Dark Black Bronze

Voltage

90-277 V 347 - 480 V

Emergency Battery Backup

700 lm, 90 min







BTS LED, Inc.
480 Apollo Street, Suite E
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