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STEP LIGHT LED PCB BTS-12”-SL2412-XX-2

Power Consumption (W) 12 ± 10%
Dimmable Yes, with Dimmable Driver
CRI > 80
Luminous Efficacy (lm/W) 91 lm/W
Driving Type Constant Voltage
Input Power 12 V DC

Number of LEDs 24

Shape Linear

Dimensions Length Width

in 12 .55

mm 304.8 14

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-SL2412S-27-2 2700 1000
BTS-12”-SL2412S-30-2 3000 1100
BTS-12”-SL2412S-35-2 3500 1100
BTS-12”-SL2412S-40-2 4000 1200
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STEP LIGHT LED PCB BTS-12”-SL2412-XX-2

Power Consumption (W) 5 ± 10%
Dimmable No
CRI > 80
Luminous Efficacy (lm/W) 100 lm/W
Driving Type Constant Voltage
Input Power 12 V DC

Number of LEDs 24

Shape Linear

Dimensions Length Width

in 12 .55

mm 304.8 14

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-SL2412H-27-2 2700 500
BTS-12”-SL2412H-30-2 3000 550
BTS-12”-SL2412H-35-2 3500 550
BTS-12”-SL2412-40-2 4000 570
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MINI LED PCB BTS-12”-2100-XX-2

Power Consumption (W) 3.3 ± 10%
CRI > 80
Luminous Efficacy (lm/W) 100 lm/W
Driving Type Constant Voltage
Input Power 12 V DC

Number of LEDs 21

Shape Linear

Customization 1.7” Segments

Dimensions Length Width

in 12 0.39

mm 304.8 10

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-2100-30-2 3000 360
BTS-12”-2100-35-2 3500 400
BTS-12”-2100-40-2 4000 400
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CRI 98 LED PCB BTS-12”-2898-XX-2

Power Consumption (W) 3.8
CRI 98
Luminous Efficacy (lm/W) 100 lm/W
Driving Type Constant Voltage
Input Power 24 V DC

Number of LEDs 28

Shape Linear

Dimensions Length Width

in 12 0.78

mm 304.8 20

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-2898-27-2 2700 390
BTS-12”-2898-30-2 3000 410
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APPLE LED PCB BTS-12”-6301AC-XX-2

Power Consumption (W) 3 ± 10%
CRI > 80
Driving Type Constant Voltage
Input Power 24 V DC

Number of LEDs 20

Shape Linear

Customization 3” Segments

Dimensions Length Width

in 12 0.5

mm 304.8 14

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-6301AC-27-2 2700 280
BTS-12”-6301AC-30-2 3000 280
BTS-12”-6301AC-35-2 3500 300
BTS-12”-6301AC-40-2 4000 300
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AMBER LED PCB BTS-12”-24/5050-AMB-2

Blue Amber

Power Consumption (W) 4.8 2.5
Luminous Output (lm) 41 66
Luminous Efficacy (lm/W) 8.5 lm/W 26.4 lm/W
Driving Type Constant Voltage
Input Power 12 V DC

Max Current Flow 200 mA/ft

Number of LEDs 24

Shape Linear

Leads 6” DC Wires on Both Sides

Dimensions Length Width

in 12 0.5

mm 304.8 14

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-24/5050-AMV-2 Amber 41
BTS-12”-24/5050-BLUE-2 Blue 66
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HAND RAIL LED PCB BTS-12”-6301-XX-2

Power Consumption (W) 3.8 ± 10%
CRI > 80
Driving Type Constant Voltage
Input Power 24 V DC

Number of LEDs 20

Shape Linear

Dimensions Length Width

in 12 0.79

mm 304.8 20

Correlated Color Temperature (K) Luminous Output (lm)

BTS-12”-6301-27-2 2700 310
BTS-12”-6301-30-2 3000 310
BTS-12”-6301-35-2 3500 350
BTS-12”-6301-40-2 4000 350
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ROUND LED PCB BTS-R119-40-2

Power Consumption (W) 8 ± 10%
CRI > 80
Driving Type 350 mA Constant Current
Input Power 18-24 V DC

Number of LEDs 119

Shape Round

Dimensions Diameter Width

in 5.9 .06

mm 149.9 1.6

Weight oz kg

2.5 .07

Correlated Color Temperature (K) Luminous Output (lm)

BTS-R119-30-2 3000 800
BTS-R119-40-2 4000 860
BTS-R119-50-2 5000 900
BTS-R119-60-2 6000 960



BTS LED, Inc.
480 Apollo Street, Suite E, Brea, CA 92821 P  714.255.0533 www.btsled.com

12

CEILING MOUNT DOB ROUND PCB BGLV73CG0G0U/CW-DA25TSC188XX

Power Consumption (W) 25 ± 10%
Input Voltage (V) Min Typ Max

108 120 132
120 V Driver on Board

CRI > 80 / 90
Driving Type 350 mA Constant Current
Inpuv Frequency (Hz) 50 / 60

Dimming Triac Dimming*

Output Current (A) .221 .214 .198

Power Factor 0.976 0.991 0.992

THD (%) 17.5 6.2 8.3

Number of LEDs 88

Shape Round

Circuit Layout 44 LEDs in series/channel, 2 channels

Connector Type Wago Connector

Dimensions Diameter

in 6.5

mm 166
*List of compatible dimmers available



Correlated Color 
Temperature (K)

CRI Flux Luminous Output (lm)

Model Number: Without Cover Minimum Typical Minimum Typical

BGLV73CG0G0U/CW-DA25TSC18827 2700 80 2125 2250 85 90

90 1950 2075 78 83

BGLV73CG0G0U/CW-DA25TSC18830 3000 80 2250 2375 90 95

90 2075 2200 83 88

BGLV73CG0G0U/CW-DA25TSC18835 3500 80 2375 2500 95 100

90 2200 2325 88 93

BGLV73CG0G0U/CW-DA25TSC18840 4000 80 2500 2625 100 105

90 2325 2445 93 98

BGLV73CG0G0U/CW-DA25TSC18850 5000 80 2625 2750 105 110

90 2445 2575 98 103

BGLV73CG0G0U/CW-DA25TSC18857 5700 80 2625 2750 105 110

90 2445 2575 98 103

BGLV73CG0G0U/CW-DA25TSC18865 6500 80 2500 2625 100 105

90 2325 2445 93 98

Correlated Color 
Temperature (K)

CRI Flux Luminous Output (lm)

Model Number: With Cover Minimum Typical Minimum Typical

BGLV73CG0G0U/CW-DA25TSC18827P 2700 80 1878 1988 75 80

90 1723 1833 69 73

BGLV73CG0G0U/CW-DA25TSC18830P 3000 80 1988 2099 80 84

90 1833 1944 73 78

BGLV73CG0G0U/CW-DA25TSC18835P 3500 80 2099 2209 84 88

90 1944 2054 78 82

BGLV73CG0G0U/CW-DA25TSC18840P 4000 80 2209 2319 88 93

90 2054 2160 82 87

BGLV73CG0G0U/CW-DA25TSC18850P 5000 80 2319 2430 93 97

90 2160 2275 87 91

BGLV73CG0G0U/CW-DA25TSC18857P 5700 80 2319 2430 93 97

90 2160 2275 87 91

BGLV73CG0G0U/CW-DA25TSC18865P 6500 80 2209 2319 88 93

90 2054 2160 82 87
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CEILING MOUNT DOB ROUND PCB BGLV73CG0G0U/CW-DA25TSC188XX
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CEILING MOUNT DOB ROUND PCB BGLV73CG0G0U/CW-DA25TSC188XX

Power Consumption (W) 15 ± 10%
Input Voltage (V) Min Typ Max

108 120 132
120 V Driver on Board

CRI > 80 / 90
Driving Type 350 mA Constant Current
Inpuv Frequency (Hz) 50 / 60

Dimming Triac Dimming*

Output Current (A) 0.131 0.127 0.118

Power Factor 0.976 0.991 0.992

THD (%) 18.7 7.4 9.1

Number of LEDs 44

Shape Round

Circuit Layout 44 LEDs in series/channel

Connector Type Wago Connector

Dimensions Diameter

in 5.1

mm 130
*List of compatible dimmers available



Correlated Color 
Temperature (K)

CRI Flux Luminous Output (lm)

Model Number: Without Cover Minimum Typical Minimum Typical

BGLV73D0D01/CW-DA15TSC14427 2700 80 1275 1350 85 90

90 1125 1245 78 83

BGLV73D0D01/CW-DA15TSC14430 3000 80 1350 1425 90 95

90 1245 1320 83 88

BGLV73D0D01/CW-DA15TSC14435 3500 80 1425 1500 95 100

90 1320 1395 88 93

BGLV73D0D01/CW-DA15TSC14440 4000 80 1500 1575 100 105

90 1395 1470 93 98

BGLV73D0D01/CW-DA15TSC14450 5000 80 1575 1650 105 110

90 1470 1545 98 103

BGLV73D0D01/CW-DA15TSC14457 5700 80 1575 1650 105 110

90 1470 1545 98 103

BGLV73D0D01/CW-DA15TSC14435 6500 80 1500 1575 100 105

90 1395 1470 93 98

Correlated Color 
Temperature (K)

CRI Flux Luminous Output (lm)

Model Number: With Cover Minimum Typical Minimum Typical

BGLV73D0D01/CW-DA15TSC14427P 2700 80 1098 1163 73 78

90 969 1072 68 71

BGLV73D0D01/CW-DA15TSC14430P 3000 80 1162 1227 78 82

90 1072 1137 71 76

BGLV73D0D01/CW-DA15TSC14435P 3500 80 1227 1292 82 86

90 1137 1202 76 80

BGLV73D0D01/CW-DA15TSC14440P 4000 80 1292 1357 86 90

90 1202 1266 80 84

BGLV73D0D01/CW-DA15TSC14450P 5000 80 1357 1421 90 95

90 1266 1331 84 89

BGLV73D0D01/CW-DA15TSC14457P 5700 80 1357 1421 90 95

90 1266 1331 84 89

BGLV73D0D01/CW-DA15TSC14435P 6500 80 1292 1357 86 90

90 1202 1266 80 84
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CEILING MOUNT DOB ROUND PCB BGLV73CG0G0U/CW-DA25TSC188XX
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CAPSULE LED PCB BTS-CP119-XX-2

Power Consumption (W) 8 ± 10%
CRI > 80
Driving Type 350 mA Constant Current
Input Power 18-24 V DC

Number of LEDs 119

Shape Capsule

Dimensions Length Width Height

in 5.75 2.5 .06

mm 146 64 1.6

Weight oz kg

2.5 .07

Correlated Color Temperature (K) Luminous Output (lm)

BTS-CP119-30-2 3000 800
BTS-CP119-40-2 4000 860
BTS-CP119-50-2 5000 900
BTS-CP119-60-2 6000 960
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PROGRAMMABLE LED DRIVER BPAC1400S50D-4D-EOS

Length (L) Width (W) Height (H) Mount (M)

cm 32.5 3.4 2.9 31.7

in 12.8 1.35 1.14 12.5

cm in

Black 15 5.9

White 15 5.9

Blue 15 5.9

Red 15 5.9

Purple 18 7.1

Gray 18 7.1

Microwave
Sensor

61 24

Male 15 5.9

Female 46 18.1

Length (L) Width (W) Height (H) Mount (M)

cm 6.06 4.5 1.8 5.33

in 2.38 1.77 0.71 2.1

Input Voltage (V) 120 277
Current Type Constant
Input Frequency (Hz) 50 / 60
Output Voltage (V) 15 - 55
Output Power (W) 50

Output Current (A) 0.4 - 1.4

Input Current (A) 0.5 0.22

Input Power (W) 60

THD Max (%) 20

Power Factor 0.9

Typical Efficiency (%) 85

Microwave Occupancy Sensor 

Operating 
Temperature

(-20 to 50 °C)
-4 to 122 °F

Sensativity 0-6 m

Time Delay 1 sec - 15 min

WIRING DIAGRAM

Maximum Wiring Distance (at full load) is 18 AWG/18 Ft.

SENSOR COVERAGE

Wall Mount Ceiling Mount
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EMERGENCY POWER DRIVER BEMLEDS8-1555-6.4

Length (L) Width (W) Height (H) Mount (M)

cm 24.1 6.1 3.7 22.6

in 9.5 2.4 1.46 8.9

cm in

Black 15 5.9

White 15 5.9

Blue 15 5.9

Red 15 5.9

Yellow/
Black

15 5.9

Yellow 15 5.9

Brown 15 5.9

Input Voltage (V) 120 - 277
Current Type Constant
Input Frequency (Hz) 50 / 60
Surge Rating (KV) 3
Output Voltage (V) 15 - 55
Output Power (W) 8

Output Current (mA) 145

Input Current (mA) 50

Input Power (W) 3

Operating Duration (min) 90 min

Battery Charge Time (hrs) 24 Hours

Battery Voltage (V) 6.4

Battery Charge Current (mA) 115

WIRING DIAGRAM

Maximum Wiring Distance (at full load) is 18 AWG/18 Ft.

IP30
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