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LED T8  BFL-T8-10W600-BISS/DS

BFL-T8-10W600-BISS/DS-40 BFL-T8-10W600-BISS/DS-50

Voltage (V) 120 - 277 V

Wattage (W) 10 W

Efficacy (lm/W) 150 110

Lumens (lm) 1500

CRI > 83

Dimmable No

UL Yes

DLC No

FCC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000

Cover Frosted

Housing Aluminum + PC

PACKAGING 

Master Carton (in) 49” x 8.3” x 9.5”

Qty/Ctn 60

Net Weight (lb) 22

INSTALLATION

DIMENSIONS

5 Year
Warranty

-68 - 122 °F 
-55 - 50 °C

Min Typical Max

A 23.15” 23.18” 23.22”

B 23.4” 23.5”

C 23.78”
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LED T8 BALLAST-COMPATIBLE/DIRECT LINE VOLTAGE  BT8BDN100XFT4

BT8BDN100XFT4

Voltage (V) 120 - 277 V

Wattage (W) 10 W

Efficacy (lm/W) With Ballast Without Ballast

130 135

Lumens (lm) 1400

CRI > 80

Dimmable No

UL Yes

DLC Yes

FCC Yes

Beam Angle 320 °

Available CCT (K) 3500 / 4000 / 5000

Input End Two-end Input

Cover Frosted

Housing Nano Plastic

INSTALLATION

5 Year
Warranty

-22 - 104 °F 
-30 - 40 °C
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BALLAST

For use as a “Plug and Play” direct-replacement

For use as a retrofit kit

Please note: For replacement installations using 
1 ballast and a 3-tube fixture, at least 2 ballast-
compatible tubes must be used. For replacement 
installations using 1 ballast and a 4-tube fixture, at 
least 3 ballast-compatible tubes must be used.



LED T8 BALLAST-COMPATIBLE/DIRECT LINE VOLTAGE  BT8BDN120XFT4

BT8BDN120XFT4

Voltage (V) 120 - 277 V

Wattage (W) 12 W

Efficacy (lm/W) With Ballast Without Ballast

130 135

Lumens (lm) 1860

CRI > 80

Dimmable No

UL Yes

DLC Yes

FCC Yes

Beam Angle 320 °

Available CCT (K) 3500 / 4000 / 5000

Input End Two-end Input

Cover Frosted

Housing Nano Plastic

INSTALLATION

5 Year
Warranty

-22 - 104 °F 
-30 - 40 °C
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BALLAST

For use as a “Plug and Play” direct-replacement

For use as a retrofit kit

Please note: For replacement installations using 
1 ballast and a 3-tube fixture, at least 2 ballast-
compatible tubes must be used. For replacement 
installations using 1 ballast and a 4-tube fixture, at 
least 3 ballast-compatible tubes must be used.



LED T8 PLUG AND PLAY BALLAST-COMPATIBLE  BT8BN120XFT4

BT8BN120XFT4

Voltage (V) 120 - 277 V

Wattage (W) 12 W

Efficacy (lm/W) With Ballast

130

Lumens (lm) 1860

CRI > 80

Dimmable No

UL Yes

DLC Yes

FCC Yes

Beam Angle 320 °

Available CCT (K) 3500 / 4000 / 5000

Input End Two-end Input

Cover Frosted

Housing Nano Plastic

INSTALLATION

5 Year
Warranty

-22 - 104 °F 
-30 - 40 °C
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BALLAST

For use as a “Plug and Play” direct-replacement

Please note: For replacement installations using 
1 ballast and a 3-tube fixture, at least 2 ballast-
compatible tubes must be used. For replacement 
installations using 1 ballast and a 4-tube fixture, at 
least 3 ballast-compatible tubes must be used.



LED T8  BWL-T8A-18W1200-DIAB-40/50

BWL-T8A-18W1200-DIAB-40 BWL-T8A-18W1200-DIAB-50

Voltage (V) 120 - 277 V

Wattage (W) 18 W

Efficacy (lm/W) 142.13 143.92

Lumens (lm) 2558.34 2590.56

Beam Angle ° 120 °

CRI > 83

Dimmable Optional

UL Yes

DLC Yes

FCC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000

Cover Frosted

Housing Aluminum + PC

PACKAGING 

Master Carton (in) 49” x 8.3” x 9.5”

Qty/Ctn 30

Net Weight (lb) 22

INSTALLATION

DIMENSIONS

5 Year
Warranty

-68 - 122 °F 
-55 - 50 °C

Min Typical Max

A 47.13” 47.16” 47.22”

B 47.4” 47.5”

C 47.8”
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LED T8  BFL-T8-10W600-BISS/DS

BFL-T8-10W600-BISS/DS-40 BFL-T8-10W600-BISS/DS-50

Voltage (V) 120 - 277 V

Wattage (W) 10 W

Efficacy (lm/W) 150 110

Lumens (lm) 1500

CRI > 83

Dimmable No

UL Yes

DLC No

FCC Yes

Power Factor > 0.95

Available CCT (K) 3000 / 4000 / 5000

Cover Frosted

Housing Aluminum + PC

PACKAGING 

Master Carton (in) 49” x 8.3” x 9.5”

Qty/Ctn 60

Net Weight (lb) 22

INSTALLATION

DIMENSIONS

5 Year
Warranty

-68 - 122 °F 
-55 - 50 °C

Min Typical Max

A 23.15” 23.18” 23.22”

B 23.4” 23.5”

C 23.78”
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